The chart below relates the Rumsey gage reading to the National Geodetic Vertical Datum of 1929 (1929
NGVD). Full lake is established as 7.56 feet on the Rumsey gage (7.56’R; 1325.82 NGVD). Flood monitor
stage is 8.0'R (1326.3 NGVD); flood stage is recognized as 9.0’R (1327.3 NGVD) and the 100 year flood
event is established as 12.3'R (1330.6 NGVD).

Feet Feet Feet Feet
Rumsey NGVD Rumsey NGVD Rumsey NGVD Rumsey NGVD
0| 13183 3| 13213 6| 13243 **9 | 13273
0.1 | 13184 31| 13214 6.1 | 13244 9.1 | 13274
0.2 | 13185 3.2 | 13215 6.2 | 13245 9.2 | 13275
0.3 | 1318.6 33| 13216 6.3 | 13246 9.3 | 13276
0.4 | 1318.7 3.4 | 1321.7 6.4 | 1324.7 9.4 | 1327.7
0.5| 1318.8 35| 1321.8 6.5| 132438 9.5| 132738
0.6 | 1318.9 3.6 | 13219 6.6 | 13249 9.6 | 13279
0.7 1319.0 3.7 1322.0 6.7 | 1325.0 9.7 1328.0
0.8 1319.1 3.8 13221 6.8 | 1325.1 9.8 | 1328.1
09| 1319.2 39| 13222 6.9 | 1325.2 9.9 | 1328.2
1| 13193 4 13223 7| 13253 10| 13283
1.1 13194 41| 13224 7.1 | 13254 10.1 | 13284
1.2 | 13195 42| 13225 7.2 | 13255 10.2 | 13285
13| 1319.6 43| 13226 7.3 | 1325.6 10.3 | 1328.6
14| 1319.7 4.4 | 1322.7 7.4 | 1325.7 104 | 1328.7
1.5| 1319.8 45| 13228 7.5| 1325.8 10.5| 1328.8
1.6 | 13199 46| 13229 *7.56 | 1325.82 10.6 | 1328.9
1.7 | 1320.0 4.7 | 1323.0 7.6 | 13259 10.7 | 1329.0
1.8 | 13201 4.8 | 13231 7.7 | 1326.0 10.8 | 1329.1
1.9 | 1320.2 49| 1323.2 7.8 | 1326.1 10.9 | 1329.2
2| 13203 5| 13233 7.9 | 1326.2 11| 13293
2.1 | 13204 51| 13234 **8 | 1326.3 11.1| 13294
2.2 | 1320.5 5.2 | 13235 8.1| 13264 11.2 | 13295
2.3 | 1320.6 53| 13236 8.2 | 1326.5 11.3 | 1329.6
2.4 1320.7 54| 1323.7 8.3 | 1326.6 114 | 1329.7
25| 1320.8 55| 1323.8 8.4 | 1326.7 11.5| 1329.8
2.6 1320.9 5.6 | 13239 8.5| 1326.8 11.6 | 1329.9
2.7 | 1321.0 5.7 | 1324.0 8.6 | 1326.9 11.7 | 1330.0
2.8 | 13211 58| 1324.1 8.7 | 1327.0 11.8 | 1330.1
29| 13212 59| 1324.2 8.8 | 1327.1 11.9 | 1330.2
8.9 | 1327.2 #12.3 [ 1330.6

* 7.56’R = Lake full
** 8.0'R — Flood monitor; 9.0'R — Flood stage
# 12.3’'R—100 year flood






